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The IMC-150L extender provides combo twisted pair 
cable (CAT-5e, UTP) and Coaxial cable, which transmit 
data up to 1 km via Coaxial cable.
The IMC-150L series are simply equipped and effective 
point to point Ethernet extenders, the best solution for 
commercial buildings, harsh environment, airport or 
anywhere that need Ethernet transmission over 100 
meters.



 

   

3. Once the screws are fixed in the wall, insert the 
screw heads then slide the IMC-150LI. Make 
sure the IMC-150LI is tighten stability on the 
wall. 

 
 
 
 
 
 
 
 

Power Connection 

The terminal block connector is used for 
IMC-150LI AC/DC inputs. See below figures for 
wiring the redundant power. 
1. Insert the positive and negative wires into the 

V+/V- contacts on the terminal block connector. 
2. Tighten the wire-clamps screws to prevent the DC 

wires coming loose. 

 
Warning: This is a Class A product. In domestic 
environment this product may cause radio 
interference in which case the user may be required 
to take adequate measures. 
Avertissement: Ceci est un produit de classe A. 
Dans un environnement domestique, ce produit peut 
provoquer des interférences radio, auquel cas 
l'utilisateur peut être tenu de prendre les mesures 
adéquates. 
Warning: 1) an UL Listed Class II power adapter 
suitable for use at Tma 50 degree C whose output 
meets ES1 (or SELV), PS2 (or LPS) and is rated 
12-48VDC 0.2A min., or 2) an UL Listed Class II DC
power source suitable for use at Tma 85 degree C 
whose output meets ES1 (or SELV), PS2 (or LPS)  
and is rated 12-48VDC, 0.2A min. 
Avertissement: 1) un adaptateur secteur de classe II, 
répertorié UL, approprié pour une utilisation à 50 
degrés Celsius, dont la sortie est conforme aux 
normes ES1 (ou SELV), PS2 (ou LPS) et une tension 
nominale de 12-48Vcc 0.2A min. ou 2) une source 
d'alimentation CC de classe II répertoriée UL 
pouvant être utilisée à une température de 85 degrés 
Celsius dont la sortie est conforme à ES1 (ou SELV), 
PS2 (ou LPS) et d'une puissance nominale de 12-48Vcc, 
0.2A min 

Wall Munting 

The wall-mount kit should be already be fixed to the 
back panel of the IMC-150LI. iI you need to attach 
the attachment plate, follow the steps as show in the 
figures below. 
1. Loosen the screw and reverse the direction of the 

attachment wall-mount kit. 

 
 

2. Tightening the wall-mount kit with 2 screws 

 
 

 

Din-rail Mounting (Optional Accessory) 

1. Installing the DIN-Rail Mounting Kit. 

 

2. Removing the DIN-Rail. 
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LED Indicators

The LED definition

LED  Color 

PWR  Green 

1‐PAIR  Green 

COAX  Green  

P1
10M LNK/ACT 

Green 

P1
100M LNK/ACT 

Green 

P2
10M LNK/ACT 

Green 

P2
100M LNK/ACT 

Green 

s 

n is described in the table

State  Description 

ON 
Multiple power inp
terminal block and

OFF  No powered. 

ON  When link with 1‐P

OFF  When link with 2‐P

ON  Link / active

OFF  No link 

ON  Link / active at 10M

OFF  No link. 

ON  Link / active at 100

OFF  No link. 

ON  Link / active at 10M

OFF  No link. 

ON  Link / active at 100

OFF  No link. 
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Approximate Maximum Extended 
Distances 

IMC-150LI Data Range 

RATE UTP 1-PAIR UTP 2-PAIR 

10Mbps 800m 250m 

100Mbps 300m 500m 




